PRESS RELEASE
Zoom unveils the new ZDM-1PMP (Podcast Mic Pack)

Zoom today unveiled the new ZDM-1 Podcast Mic Pack. An all-round
carefree complete package consisting of ZDM-1 dynamic microphone,
ZHP-1 headphones, ZDM-1 windscreen, adjustable tabletop tripod and a
three-meter microphone cable.

Content of this Press Release:
«  The Perfect Podcast Pack
ZDM-1 Dynamic Microphone
ZHP-1 Headphones
+  Adjustable Tabletop Tripod
. ZDM-1 Windscreen
*  Three-Meter Mic Cable
What's in The Box
Main Specifications

Berlin, 5th of August 2020 —Whether you’re taking your first step into
podcasting or upgrading your setup, the Zoom mic pack includes everything
you need to create professional-quality podcasts.

The Perfect Podcast Pack

The ZDM-1 Podcast Mic Pack includes a broadcast-style dynamic mic,
professional closed-back headphones, an adjustable tabletop mic stand,
windscreen and 3-meter mic cable.

ZDM-1 Dynamic Microphone

Featuring a large-diaphragm dynamic mic, the ZDM-1 captures your voice with
smooth broadcast character. With its high SPL handling and an internal
shockmount, you'll always be heard loud and clear.

ZHP-1 Headphones
ZHP-1 delivers detailed, full-range sound with a closed-back design that ensures
excellent isolation. The self-adjusting headband makes for a super comfortable fit.

Adjustable Tabletop Tripod

The height-adjustable TPS-4 tripod is great at your desk or on the go. The durable
metal threading holds up to heavy use, and the lightweight folding legs make it
easy to pack and take with you.
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Overview
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- ZDM-1 Dynamic
Microphone

- ZHP-1 Headphones

- Adjustable Tabletop
Tripod

- ZDM-1 Windscreen

- Three-Meter Mic Cable

Product name
ZDM-1PMP (Podcast Mic
Pack)

Brand
Zoom

Exclusive distribution
Sound Service GmbH

Website
www.sound-service.eu

WWW.ZOOm.CO.jp

Price (MSRP)
138,04 Euro incl. 16%
VAT

Availability
September 2020

Media

Press download incl.
images
http://www.sound-
service.eu/press-area/
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PRESS RELEASE

ZDM-1 Windscreen
A custom fitted, acoustically transparent windscreen protects the ZDM-1 microphone from breeze, breaths, and

pops, giving you clean recordings without muffling your sound.

Three-Meter Mic Cable
The mic pack also includes a three-meter (9.9 foot) XLR microphone cable with shielding that protects your

recordings from interference, and durable connectors that won’t wear out on you.

Wi

hat’s in The Box?

ZDM-1 Large-Diaphragm Dynamic Microphone
ZHP-1 Professional Closed-Back Headphones
ZTPS-4 Tabletop Tripod

Custom windscreen for ZDM-1

3 meter (9.9 foot) XLR microphone cable

(230 words / 1576 characters without spaces)

Main Specifications

ZDM-1

ZHP-1

Type: Dynamic

Polar Pattern: Supercardioid

Frequency Response: 50-18,000 Hz
Sensitivity: -54 dBV.Pa (2.0mV)

Output Impedance: 200 Q

Min. Load Impedance: 200 Q

Max. SPL: 135 dB

Connector: XLRM

Dimensions: 150 mm (5.9 in) x 54 mm (2.12 in)
Weight: 1.36 kg (3 Ibs)

Acoustic Design: Dynamic, closed-back
Driver: 40 mm, neodymium

Sensitivity: 102 dB SPL (1mW) at 1 kHz
Frequency Response: 10-20,000 Hz
Maximum Input Power: 200 mW

Rated Impedance: 68 Q at 1 kHz
Earpad: Leatherette

Head Band Pressure: Approx. 4.5 N
Cable: 3 m (9.9 ft.) straight cable, single-sided
Connector: Stereo mini jack

Net Weight: 190 g (6.7 0z.)

About the Company Sound Service GmbH
Founded in 1983, the Berlin based Sound Service GmbH has been growing steadily from a one-product-distributor
(MFB Fricke; the world's first digital drummachine) to one of the major independent german distribution companies
for musical instruments recording studio equipment and PA, Lightning and DJ products. Today Sound Service is

one of the leading distribution companies in Europe with exclusive distribution rights for a lot of the A-List MI-

brands covering most of the countries in Europe.
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